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Features 
� ; Dual zeners common cathode configuration 
� 300mW; Power Dissipation of 300mW 
� High Stability and High Reliability 

Mechanical Data 

SOT-23 

 

 

� : SOT-23 SOT-23 Small Outline Plastic Package 
� UL Epoxy UL: 94V-0 
� : Mounting Position: Any 

 

(TA = 25℃ ) 
Maximum Ratings & Thermal Characteristics (Ratings at 25℃ ambient temperature unless otherwise specified.) 

 Parameters Symbol Value Unit 
Power Dissipation.(Note 1) Pd 300 mW 
Forward Voltage @IF=10mA.(Note 2) Vf 0.9 V 
Storage temperature range Ts -65-+150  

Thermal resistance junction to ambient air Warmewider stand Sperrschicht –umgebende Luft RthA 417 K/W 
NOTES: 
1) Valid provided that device terminals are kept at ambient temperature. 
2) Test with pulse, period=5ms, pulse width=300us. 
3) f=1KHz  

 (TA = 25℃ ) 
Electrical Characteristics (Ratings at 25℃ ambient temperature unless otherwise specified). 
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Notes: 1,Short duration pulse test used to minimize self-heating effect; 2,f=1KHz 

Breakdown characteristics   at Tj=constant (pulsed) 
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SOT-23 PACKAGE OUTLINE Plastic surface mounted package  

 

Precautions: PCB Design 
Recommended land dimensions for SOT-23 diode. Electrode patterns for PCBs 
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